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SlimScreen

Features

Black border increases perceived
clarity of projected image.

Spring mechanism guarantees
smooth extending and retracting
of projection screen fabric.

Easy mounting on wall, ceiling
and/or in soffit via integrated
hanging brackets.

Options
˘ Screen fabrics Matte White S and Datalux S.
˘ Formats square (1:1), video (4:3) 

and HDTV (16:9).

Accessories (see pages 72-73)

For mounting
˘ Ceiling brackets 

10800002 length max. 100 cm
˘ Wall brackets.

10800036 length 57 cm

For operation
˘ If the projection screen is mounted at

heights greater than 2.5 metres, a pull rod
can be a handy aid in the rolling of a
projection screen.
10800021 length 125 cm

The diagonal sizes listed are approximate in accordance with the market standard. For advice regarding the right size and
screen fabric see page 4-6 or consult the Screen Selector at www.projectascreens.com.

Technical characteristics
˘ Projecta products satisfy the strictest quality and afety requirements in Europe and are CE approved.
˘ Projecta ensures that the quality of its products are monitored by the TÜV/GS programme.
˘ Steel case with galvanised interior and white powder coated exterior (RAL 9016).
˘ Simple pull-out system locks at every 11,5 cm.
˘ Matte White S:  double-sided laminated vinyl on a woven fiberglass carrier with black backing; gain

1.0 and viewing angle 50° L/R.
˘ Datalux S: double-sided laminated vinyl on a woven fiberglass carrier with black backing; high gain

1.5 and viewing angle 35° L/R.
˘ Projection screen fabrics satisfy the requirements for fire resistance of construction materials and

components.
˘ Square format (1:1) has a 2.5-cm. black border on left/right side.
˘ Video (4:3) and HDTV (16:9) formats have a 5-cm. black border all around.

Aspect
ratio

Screen
size

hxw cm

Viewing
size

hxw cm

Nominal
diagonal
cm inches

Screen fabrics
Matte White S Datalux S

prod.code prod.code

Net
weight

in kg

Case
L1 L2 L3

mm mm mm

˚ Projection screen with spring mechanism in most compact case 
(max. 200 cm wide).


